
UTAH OIL AND GAS CONSERVATION CÒMMISSION

REM LE WATER A DS L ATION E ED SUB REPORT/abd

DATEFlLED 10-28-81
LAND:FEE & PATENTED STATE LEASE NO PUBLICLEASENO Û$ INDIAN

DRILLINGAPPROVED: Û-
SPUDDED IN:

COMPLETED: . PUT TO PRODUCING:

INITIALPRODUCTION:

GRAVITY A.P1

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATEABANDONED:

FIELD: WILDCAÎ 3 la
UNIT:

COUNTY: GRAND
WELLNo OLD BAR UNIT # 3 API NO 43-019-30880

-



DAVIS OIL COMPANY 410 - 17TH STREET, SUITE 1400
DENVER, COLORADO 80202
TELEPHONE: 303-623-1000

NEW ORLEANS
HOUSTON 4 sy
TULSA

August 26, 1981

USGS DMSIONOF
1745 West & 1700 South , Room 2000 Adm. Bldg. OlL,GAS&MINING
Salt Lake City, Utah 84104

RE: #3 Gold Bar Unit
SWSWSec. 28, T25S, R20E
Grand County, Utah

Gentlemen:

Enclosed please find for your approval, an original and three copies
of the Application for Permit to Drill, together with four copies of
the Staking Plat covering the drilling of the captioned proposed test.

' Designation of Ooerator fram Mountain Fuel will .be forthcoming
By carbon copy of" this letter to the Utah State Oil & Gas Conmiision,
we are furnishing them with a copy of our application and staking plat.

Your early attention to the approval of said application will be
appreciated.

Very truly yours,

IAVIS OIL CQ ANY

. Michelle Fisher
Executive Secretary

/mf
osures

cc: Utah State Oil & Gas



Form 9-231C ,

BUDMIT IN TRIPIJCATE Foran approved.

(May 19G3)
(Other instructions on

.13udget
flurean No. 43--R1425.

UNITED STATES reverse ntae)

DEPARTMENT OF THE INTERIOR . LEASE DESIGNAT30N AND MERIAL NO.

.
GEOLOGICAL SURVEY .

U-15398

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK "'""'^" "^'TTEEOKTRIBENAMN

la. Tyre or wonK

DRILLM DEEPENO PLUGBAÇKO 7. UNIT AGER.RNT NAME

b. TYPE OF WEI.L

Gold Bar Unit

I,I,
VALI.T.

OTiiER

BLE UNI H' OR R

2. NAME OF OPERATOR

DAVIS OIL COMPANY
•-

2. ADDRESS OF OPERATOn

410 17th Street, Suite 1400, Denverr cblorado 80209
to. r .a aan roos.. on wn.acar

4. CT ON OF WELI. (Report location elently and in accordance with auy State requirements.*)

MShl, Sec. 28, T25S, R20E
11. see., 2., n.. n.. on ar...

AND BURVET On AnkA

iŠÖ fŒ,odg*, Sec. 28, T25S, R20E

1•$. DISTANCE IN MILES AND DIRECTION TitoM NEAREST TOWN ÄR POS OFFICE* 12, COUIÑT ÃR1Ãl 1 STSTE

30 miles roundabout by road east to Moab , Utah Grand j Utah

10. DISTANCE FROM PROPusEh* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRE.% ASSIGNED

LOCATION TO NEAkERT
TO THIS WELI.

PaortnTY OR la:ASE LINE, FT- 66Û' WOSt
(Also to nearest drig. unit line. If any i

18. DISTANCE FROM PROPusED LOCATIOX* 19. UnorONED DEPTER 2 - 110TART Oli LABI.E TOOLS

24 se.,asst war.t.. nau...rse: comer,''""• 2640 ' West 8050 '
on Arruen Fox. oN tms IZAss. Fr.

21. ExxvAttoss (Show whether DF, RT, GR, etc.)
22. Arruox. naTE wonK WII TÁlt

5250 = GR Est., 5262· KB Est. Upon approval

23. PROPOSED CASING AND CEMENTING PIt0GRAnf

SIZE OF HOLE SIZE OF CASIWG WEIGHT PER FOOT SETTING DEi'TH QUANTITT OF OEhtENT

1/ 1/2" 13 3/8" 54.54 X-SA c"KTV) 0
12 1/4 9 5/8" 36# K-55 ,W (NFW) 0 00 '

00 as. est.

82 5 " 40#K-55 S'IC(NEW) 3500-4500' 400 sxs. est.
20# N-80 LTC (NEW) 0-8050 ' 650 sxs. est.

(SFF TEN POINT PROGEM)

is AsovE SPACE DESCRTHE Pt:OPOSED PROGRA3t: Ti proposal in to deepen or plug back, give datn an present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionnfly, give pertinent data on subsurface locations and measured and true vertien1 depths. Give blowout

arcN

Diaragr .

TITLE
DA

Th space fr l'ederal or State utiire use

FER3t!T A
APPROVAI. DATE

e

APPKOTED BT
TITLE

DATK

CONDITNINS OŸ Ai*l'ROTAL. W



9 O
GOLD BAR UNIT

‡# 3
2 E

tu

7
- 28-zs

oli BM N T
Q.G. ELEV, : 5$50

EAST
66O

O I

FD. BC. FD.. BC.N 99 SG W 24 7 -

1726 1928(Record)
11EASURED• 2638

ROR: DAVIS Of L CO.
WELL LOCAT/ON PLAT
IN 5.W..V+ .swye

,
SEC. 28,

T253, R 2O K, g.Lßý/g
,

COUNTY ; .GRANQ
SCALS: O Icoð
TRANOT / E.D,M. ŠÙRŸEY
ELEVATlâNS BY VERTTCAL
ANGL£5 FRON Ida,6,S..YPÞ
QUAD. " PIQAO y, SW" /?32
ELEV. S.w. COR. ggc.ag FEFF

/ 972



* O
TFN POINT PRCGRAM

1) SUFFACEFORMATION: . Kayenta

2 & 3) , ESTIMATED TOPS: (Water , Oil, Gas or Mineral bearing formations)

-. K4yenta - surface sandstones

Moenkopi 500 ' red shale, sandstone

Cutler 2147' . sandstones, shale-brackish

Hannosa 3247' limestone, shale

'Ibp Paradox Salt 4535' halite, sylvite, anhydrite,

Clastic #12 6667' black shale, limestone, possible oil, gas

or high pressure water

Clastic #19 7447' possible oil and gas

Cane Creek
. 7847' oii. and gas, fractured shales/limestone

Iower Cane Creek 7989' oil and gas, fractured shales

Total Depth 8050'

4} CASING PROGRE:~ 17 1/2", 13 3/8" 54.5# K-55 STC(NEW) 0-350' 200. sxs. est.
12 1/4", 9 5/8" 36# K-55 STC(NEW) 0-3500 '
12 1/4", 9 5/8" 40# K-55 STC(NEW) 3500-4500' 400 sxs. est.

8 1/2", 5 1/2" 20# N-80 LTC(NEW) 0-8050' 650 sxs. est.

5) PRESSURE CONTROL EQUIPMENT: (See attached schematic diagram) BOP's and choke
nanifold will be installed and pressure tested before drilling out under surface
casing and then will be checked daily as to Icachanical operating òondition. Ram
type preventers añd related pressure control equipment will be pressure tested to
rated working pressure of the stack assemb3 y or to 70% of the minimum internal
yield pressure öf the casing. Annular type preventors will be tested to 50% of
their rtaed alorking pressure. BOP's will be pressure tested at least once every
30 days.

6) EDD PROGPAM:
0-350' spud sta
350-4500' air/mist
4500-8050' saturated salt mud 10-14 ppg based on offset of wells.

35-45 vis., 20 cc W.L., PH 10
Sufficient mua materials to maintain mod properties, control lost circulation and .

to contain bloscut will be available at wellsite.

7) AUXTTLTARY EQUIPPERN

1) Kelly Cock.
2)) Drill Pipe Float (Except for lost circulation drilling conditions)
3) Ibnitoring of Mud System will be visual unless otheradse specified.
4) A sub on the floor with a full opening valve to be stabbed into drill pipe

when Kelly is not in the string.

8) TD3GING:
Gearbart - Gamma-Density - base of surface casing to intermediate casing point.
Schlumberger - DLTrMSFL, CNL-FDC, FÏL, HDT, sonic - from base of intermediate casing
to total depth.

CORIN3:

At discretion of geologic staff, 1 40'



'TU POINT PROGM
PAGE 290

8) , Continued -

e

TESTIN3:

1 DST Cane Creek. -

STROIATION:

Cane Creek Formation - frac with 30,000 gallons salt saturated gel and + 2 ppg
20/40 sand.

Actual volume of treatnant will be dependent upon thickness of pay and evaluation
of zone of .interest.

9) ABNOmmL PRESSŒE: This firm does not anticipate any abnormal. pressure of
temperatûres or any other hazards. 2his is based on previous geological data
from nearby wells.

- ESTIMATFD BOTTOMBOLEPRESSURE: 5500 PSI.

10) ANTICIPATED SŒŒr1NG DATE: Within 30 - 45 days from Governrrent-approval.

DURATION OF GREPATIObi: 20-30 YS•

•
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Identification CER/EA No. 028-87

United States Department of the Interior

Geological Survey
2000 Administration B1dg.

1745 West 1700 South

Salt Lake City, Utah 84104
I

i

NEPA CATEGORICALEXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Davis Oil domaany

Project Type Oil Well - Wildcat - Goldbar Unit

Project Location 660' fwL & 660' FWL

Well No. 3 Lease No. U-15398

Date Project Submitted october 19, 1981

I

FIELD INSPECTION Date November 17, 1981

Field Inspection
Participants Craig Hansen - USGS, Vernal

•

Elmer Duncan - BLM, Moab

Roy A. Moyer - Davis Oil

Gary Roggow - Davis Oil

. Jim Boulden - Dirt Contractor

Related Environmental Documents:

I have reviewed the proposal in accordance with the categorical exclusion review

guidelines. This proposai would not involve any si ficant effects and, there-

fore, does not represent an exception to the cat r cai exclusions

Date Prepared
dvironme ta°1 Šcientist

I concur

0EC03lit
FOR CW.GU

DISTRICTOIL &GASSUPERVISOR

Date
District



CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

U>cal aM
Federal/StateAgency private. Other

Corte- Phone . corre- studies Onsite

Criteria spondence check Meetirg spondence Previous and Staff inspection
516 DM2.3.A (date) (date) (date) (date) NEPA reports expertise (date) Other

/m //-/¶47
Public health
aM safety

Unique charac-
teristics

Envirementally
controversial

and

National Regtster
historic places

. Endangered/
threatened species

. Violate Federal,
State, local,
tribal



e

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey

(Conservation Division, Geological Division, Water Resource Division,

Topographic Division)

3. Lease Stipulations/Terms -

4. Applical.ion Permit to Drill

5. Operator.Correspondence

6. Field Observation

7. Private Rehabilitation Agreement



United StatesDepartment of the Interior
REPLY REFER TO

BUREAU OF LAND MANAGEMENT

Moab District
Grand Resource Area.

P. 0. Box M NOV2 5 1961
Moab, Utah 84532

Memorandum

To: Oil & Gas Office, USGSConservation Division,
P.O. Box 1037
Vernal,.Utah 84078

From: Area Manager, Grand

Subject: Davis Oil Company (APD)
Goldbar Unit #3
SW/SWSection 28, T. 25 S., R. 20 E., SLB&M
Grand Count.y, Utah

On November 18, 1981, a representative from this office met with Cody
Hansen, USGS, and Roy Moweragent of Davis Oil Company for an inspection
of the above referenced location. Subject to the attached conditions, I
am approving the surface management portion of the Application for
Permit to Drill.

The archaeological requirement has been fulfilled on this location. No
threatened or endangered flora or fauna are indicated in the area.

Please forward the enclosed information m a y.

Enclosures (4)
1-Reclamation Procedures
2-Seed Mixture
3-Suggested Colors - Production Facilities
4-Class III Road(s) Survey &



Compan Davis 011 Company
Well: Goldbar Unit #3
Section 28, T. 25 S., R. 20 E.

ADDITIONSTO THE MULTIPOINT
SURFACEUSE PLAN

AND
RECLAMATIONPROCEDURES

CONSTRUCTION:

1. The operator or his contractor will contact the Grand Resource Area
Office in Moab, Utah (phone (801) 259-6111) 48 hours prior to begin-
ning any work on public land.

2. The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BLMstipulations prior to any
work.

3. Use of water from sources such as wells, springs, streams or stock
ponds for activities associated with this well will be approved,
prior to use, b.y the agency or individual holding the water right.

4. If subsurface cultural material is exposed during construction,
work in that spot will stop immediately and the Grand Resource Area
Office will be contacted. All employees working in the area will be
informed by the operator that they will be subject to prosecution
if they are caught disturbing archaeological sites or picking up
artifacts. Salvage or excavation of identified archaeological
sites will only be done if damage occurs.

New road construction on lease will be limited to an allowable travel
surface width of 18 feet and a total disturbed width of 24 feet. For
construction design and survey refer to Class III road standards
attachment.

Topsoil will be saved along the route and windrowed along the east
side of the road.

Surface disturbance and vehicular travel will be limited to the
approved location and approved access route. Any additional area
needed will be approved in advance.

Surfacing material will not be placed on the access road or location
without prior BLMapproval.

6. Location: Construct well pad per rig layout in your 13 point surface
use and operation



7. The top 12 inches of soil material will be removed from the location
and windrowed on the south side of the location.

8. The reserve pit will be lined with commercial bentonite or plastic
sufficient to prevent seepage. Keyway. The reserve pit banks will
be 1.5 to 2.0 feet above pad and constructed in 8 inch lifts, machinery
compacted, and sufficiently wide for equipment to pass over.

9. Three sides arf the reserve pit will be fenced before drilling starts.
The fourth side will be fenced as soon as the drilling is completed.
The fence will be kept in good repair while the pit is drying. The
fence will be five strands of barbed wire. The bottom wire will be
six inches above the ground and the next two wires six inches apart
and above the bottom wire. The last two wires will each be 12 inches



REHABILITATION

1. Immediately upon completion of drilling, the location and surrounding
area will be cleared of all debris resulting.from the operation. All
trash will be disposed of.in the trash cage. Non-burnable debris will
be hauled to a local town dump site.

2. The operator or his contractor will contact the Grand Resource Area BLM
Office in Moab, Utah, phone (801) 259-6111, 48 hours prior to starting
rehabilitation work that involves earthmoving equipment and upon completion
of restoration measures.

3. Before any dirt work to restore the location takes place, the reserve
pit must be completely dry and any trash (barrels, metal etc.) it contains
must be removed from public lands.

4. All disturbed areas will be recontoured to blend as nearly as possible
with the surrounding area.

5. The.stockpiled topsoil will be evenly distributed over the disturbed
area.

6. All disturbed areas will be scarified with the contour to a depth of
12 inches. Do not smooth pads out, leave a roughened surface.

7. Seed will be (broadcast/drilled) at a time to be specified by the BLM
with the following seed prescription. When broadcast seeding, a
harrow or some such implement will be dragged over the seeded area
to assure seed cover. Broadcast seed will be applied at two (2) times
the pounds per acre shown on the enclosed seed mixture.

8. After seeding is complete the access will be blocked to prevent any
use.



PRODUCTION

1. The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed in
the methods described in the rehabilitation section. All of the
stockpiled topsoil will be used in reclaiming the unused areas.

2. All above-ground production facilities will be painted using the
attached suggested colors.

3. The access will be to the design of a Class III road.

4. At least a three foot soil berm will be constructed around the oil
storage tanks. The loading valves will be on the inside of the



SEEDMIXTURE

Species Rate

Grasses 1bs/acre

Oryzopsis hymenoides Indian rice grass 1
Hilaria jamesii Curley grass 1

Forbs

Sphaeralcea coccinea Globemallow 1

Shrubs

Ephedra nevadensis Mormontea 1
Atriplex canescens Four-wing saltbush 1
Coleogyne ramosissima Blackbrush



BUREAU ÒF LAND lAANAGEMËNT

SUGGË51EDCOLORS TO PAINT OIL & GAS

PRODUCT10NFACILITTES

Cisco Desert and Flats below the Bookcliffi:

Dynasty Green (Sears)

Tumbleweed (Pratt & Lambert)

Desert Tan. -- ---

Sage Gray (Pratt 8 Lambert)

Bookcl iffs Peg ion: -

Saoe Gräy (Pratt & Lambert)

Sea Life (Pratt & Lambert)

Dynasty Green . (Sears)

,Similar hues other than the ones mentioned above must be
approved by the Grand Resource Maa



CT GEOLO I

L £1 Jiviblu

TO : DISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAH

SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO. /

OPERATOR: «U 5 o .

- WELL NO.

LOCATION: O . 6 4 sec. . ., T. A G. , R. .2O E. , SCAA

County, (,Å.r i

1. Stratigraphy:

oo
2. Fresh Water:

3. Leasable Minerals:

4. Additional Logs Needed: Â« m,i-

5.· Potential Geologic Hazards: o e e.c

6. References and Remarks:

Sig ature: AM .
// JD Date: 2( - C( -

d



** FILE NOTATIONS**

DATE: ('Q,J. d( /
OPERATOR:È (hiH •

WELLNO: fÝþ
Location: Sec. T. ,gis R. 90 £, County: ¿A

F¿Ce Prepaxed Entexed on N.I.D:

CaAd Indexed: Completion Sheet:

API NumbeA 0/¶- O ¶

CHECKEDBY:

Petroleum Engineer: -//,:27--1/

Director:

Administrative Aide: JÁ t am

APPROVALLETTER:

ßond Requaed: Saxvey Plat Requ.¿Aed

OAdeA Wo. 0.K. Rufe C-3

Rule C-3 (e) , Topogxaph¿c Ex.cepf¿on - company owns oA cont ofs acteage
w¿tA¿n a. 660' tadius og pxoposed a¿te]

Lease Designat¿on Plotted on Map

AppAoval LetteA AA¿tten

Hot L¿ne



October 28, 1981

Dacis Oil Company
410 17th Street,
Suite #1400
Denver, Colo. 80202

RE: Well No. Gold Bar Unit #3,
Sec. 28, T. 25S, R. 20E,
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well is hereby granted in accordance with Section 40-6-11,
Utah Gode Annotated 1953 and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office 533-5771
Hóme: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers} are encountered during drilling. Your
cooperation in completing this form will be apprectated.

Further, i t is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drillinicontractor and rig
number be identified.

The API number assigned to this well is 43-019-30880.

Sincerely,

DIVISION OF OIL, GASANDMINING

Michael T. Minder
Petroleum Engineer

PfD4/db
CC:





DAVIS OIL COMPANY 0 - 17TH STREET, SUITE 1400
DENVER.COLORADO80202-4472
TELEPHONE:303-623-1000

NEWORLEANS
HOUSTON .

TULSA

September 8, 1982

i

MMS
1745 West & 1700 South
Room 2000 Administration Bldg.
Salt Lake City, Utah 84104

RE: #3 Gold Bar Unit
#4 Gold Bar Unit

Gentlemen:

Please be advised that the above captioned wells are cancelled.
Enclosed please find an original and three copies of the sundry
notice cancelling them.

Very truly yours,

DAVIS OIL COMPANY

Michelle Hiller
Executive Secretary

/mb
Enclosures

ce: ate of Utah
Natural Resources & Energy
Oil, Gas & Mining
4241 State Office Bldg.
Salt Lake City, Utah 84114

Garry Roggow - Davis Oil



Form 9-331 .

Form Approved. v

Dec. 1973 Budget Bureau No. 42-R1424 i

UNITED STATES 5. LEASE

DEPARTMENT OF THE INTERIOR U-15398

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE-NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNI AGREEME NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different Gold Bar Unit
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas
~¯¯¯¯¯¯¯¯¯

well well other 9. WELL NO.

2. NAME OF OPERATOR Ñ3
DAVIS OIL COMPANY 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Development
410 17th St., #1400, Denver, CO 80202 11. SEC., T., R., M., OR BLK. AND SURVEY OR

A. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
- Sec. 28, T25S, R20E

below.) SW.SWSec. 28, T25S, R20E
AT SURFACE: 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: 660' FSL, 660' FWL Grand i Utah
AT TOTAL DEPTH: 4.APINO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOT1CE, 43-019-30880
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5250' GR
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONEs -

ABANDON*
(ather) CHANGE OF PLANS

RÖÑOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
sneasured and true vertical depths for all markers and zones pertinent to this work.)*

PLEASE BE ADVISED THAT DAVIS OIL COMPANYHAS DECIDED NOT TO DRILL THE
ABOVE CAPTIONED WELL.

THERE WAS NO SURFACE DISTURBANCE DONE.

Subsurface Safety Valve: Manu. and Type Set Ft.

18. I hereby certify that he foregoing is true and correct

StGNED TITLE Chief Geologist egy

(This space for Federal or State office use)

PPROVED BY TITLE DATE
ONDITIONS OF APPROVAL, IF ANY:

See instructions on Reverse Side



e

Oil and Gas Operations
2000 Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104

September 21, 1982

Davis Oil Company
410 17th Street - Suite 1400
Denver, Colorado 80202

Re: Rescind Applications for Permit
to Drill y v

Well Nos. 3 and 4
Sections 28 and 32-T25S-R20E
Grand County, Utah
Lease Nos. U-15398 and ML-35869

Gentlemen:

The Applications for Permit to Drill the referenced wells were approved
December 10, 1981 and October 16, 1981, respectively. We are rescind-
ing the approval of the referenced applications, without prejudice, per
your letter dated September 8 , 1982.

If you intend to drill at these locations at a future date, new appli-
cations for permit to drill must be submitted.

If you have any questions, please feel free to contact this office.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

bcc: SMA
,

State O&G "'

State BLM
MMS-Vernal
Well Files
APD Control
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